.....A R G OSX FLEX-MOUNT APERTA SPEAKER PLATFORMS

Includes 60" [152cm] speaker restraint

SPMF-AP160-5-B (shown)
SPMF-AP200-5-B
SPMF-AP300-5-B

7 : AP160 7.75° [197mm]

AP200 8.00" [203mm]

AP300 7.75" [197mm]

2.75" [70mm]

15" [38.1mm]
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Tilts up to 6.5°

-{(’(( ISORCOUSTICS

Sound quality by design

Patented IsoAcoustics® isolation
technology effectively eliminates
energy transfer from speakers to
surrounding surfaces, allowing
speakers to “float” in free space
for authentic, uncolored sound.

Aperta equipped speaker mounts
with Flex-Mount mounting bracket
are available in three sizes. Select
the size and weight that best matches
your speaker.

6.1" [155mm]
40 Ib. maximum weight

SPMF-AP160-5-B Aperta 160

10.0" [254mm]

7.8" [200mm]
75 Ib. maximum weight

SPMF-AP200-5-B Aperta 200

7.9" [200mm]

11.8" [300mm]
60 Ib. maximum weight

SPMF-AP300-5-B Aperta 300

Up to 6.5° tilt with 360°
rotation allows precise
focus to equilateral
triangle listening position
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